L

I|_III|I al

,':u_ _|'_"J j!é'l




Honors

e '—:"';‘::-

TR g Al i
FYATEM TP ATAY

s o p— i

i

i B

o

Lot o

o ot s pr . pa
N

ynformity

ittt e

cate of CTonfa

Certificate of Cr

wmrtif

Sl
..::,J'J\'.w..;

B T T

v b
i A TP LI, TV S mopreg i o s g 4 s

PATTHIHLEEHEL

T e
i T T e P T
st s

Lo e e s &
= v Cma gy o 2 AT L rgﬂ-’ (R

B et s o e |




Products

Ce

Technical Parameters of Aluminum Alloy/Stecl Suspended Platform{Cradle/Swing St

Type

LLPSB0

ZLPG3D

zs

LL S

FLP TNy

Rated Capacity

FhlKG

GI0KG

Rated Lifting Speed

S-11mimin

G—FTm/min

BOOKG

TG

B~ 10mmin

B—10mimiri

Length of Blatiorm

5m

grm

Wire Ropa Diameter

B.2mm
4315 W+Fc

& 3mm
4731E8W+Fe

T.5m

f.5m

2 Hmm
B*19+IWNS

8.Bmm
B 1D+HIWE

Type

LTD &

TDE3

LT &

LTD 1D

| —

Rated Litting Farce

4 9KN

BATEN

T.B4EN

S.8KN

g

1. 1KW

1.5W

2 EHW

3.0 I|

Fo gr
| Woltage:

3goy

380V

a0y

amm |

Motor | Freauency

50 Hz

8Hz

GOHz

B Hz

SR

1420rpm

1d20rpm

1420rpm

1420rpm

| Toraie

15Mm

15Mm

15Mm

SOMImY

'Samty Lask

Type

LSBaG

LSE3Y

LEE3D

L3B3

Permission Force of Impact

J0kN

JORMN

30KN

30kN

Lock i'-rrg'-_i:abie Distance:

= 1 00mm

= 100mm

= 100mm

<10

Locking Cabla,

il

97-g7

-

35-8F

Guspended

Projecting Length

1.3~1.Tm

1.3~1.Tm

1.3-1.7Tm

131, Fm

fdlusianierisight or e

1.365-1.925m

1.365~1.225m

1.365~1.925m

1.365-1,825m

Weight

Tetal Weight of Aluminum)
Stesl Platformblot. Incluge

Wire Rape. Cadle and Safely
Rops)

1466/1525ky

1831/1715ky

1631/1968kg

T2422345kg

Weight of Suspension

J10kg

31ikg

310kg

390ky

Counter Weight

750kg

800Ky

1000kg

15004g

Mote: Above paramelers sre standard specification of our comipany, and we could atso meel special requirements on voltage,

Trequency

[F o w0l Bk

or platforms with special kenoth, please feel no hesitate fo contact us Tor defails:

platfarm length and sharp according fo different countriss.

ta know some special models such 55 ZLP250 single person platform, ZLP300, ZLP8G0a, 21 P1000s, ZLP2000

e
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» ZLP Series Temporarily Installed Suspended
Access Equipment

ZLP zeres temporarily installed suspended access equipment. which is developed and produced by Shenx corporate, is
ideal equipment for building facade construction, decoration, cleaning and maintenance. And it is also widely used in
elevator installing, ship building and repairing, or in other work such as big-size tank, bridge, embankment and chimney.
ZLP series versatile knock-down platiorms provide workers safer, easier and more efficient platform access.

Because of superior quality and first class service, our ZLP series suspended platiorms are widely applied in major
international and national construction projects such as Dubai Khalifa Tower, Jakarta Mandarn Oriental Hotel, Guangzhou
TV Tower, Baijing New CCTV Building, Hangzhou Bay Bridge, Zhejiang Ninghai Power Plant, Xiameng Railway Station and
50 on. And now our products are exported o various countries and regions all over the warld.

J.Jh

Balance weight =

o Height of suspension mechanism
a0 e Lot
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» Special Platform

We can design and make all kinds of special platform to suit for any conditions and to mest special requirements proposed
by the customers,

Moveable end stimup BMU Gondola

latform

LR - i i

e

U sharp platform Circle platform

Suspended chair Large platform

Wind power plant platform



2) Safety Lock

Safety lock is the important safety device of temporarily installed suspended access
equipment. Safety lock produced by Shenxi has excellent design, careful sslection on
material, fine production and rigorous testing process to ensure superior guality. There
are two different kinds of safety lock according to operational principle, which are LSB
anti-tilfing type and LSL centrifugal type safety locks.

LSB Anti-tilting Type Safety Lock
The safety lock will automatically lock the wire rope in the condition of the breaking of

the suspension repe or the tilling platforms withind —8".

LSLCentrifugal type Safety Lock

The safety lock will automatically lock the wire rope within 100mm if suspended platform
drops due to the breaking of the working wire rope or other reasons. The safety lock can

be also manually operated to lock the wire rope when failure of hoist or motor,

Technical Perameters of Safety Lock

b i | T | -Fﬂ“ Hm Bt s el
. it a T S i | A
:M_!a,f!j_. | Pattern Permitied Reguired Speed
L’S‘Bﬂ ! ) Swinging Arm Lock »1000kg CA00mm 4 g

LSL30 Cantrifugal Logk »1000kg <100mm »22mSmin

3) Electrical Control System

Installed with national and Intemational famous
brands electrical components (Zhengtai and
Schneider brand for option), s electrical control
system is the product that you can rely on.
Moreover, safety device such as electric leakage
protection device, relay protection of power system,
automatic limited switch and good waterproof, we
ensure the operation easier, safer and more reliable.

We could also make in order,




4) Suspension Mechanism

Suspension Mechanism is installed on the top of the building and it is easy for installation. The height and the overhang of
the jib can be adjusted to adapt to different kinds of building facades and roof structures. Projecting length ranges from
1.3m to 1,7m and adiustable height of the beam is between1.365m and 1.925m. The suspension mechanism can be
designed and made according to specific conditions that customers may meet.

5) Selectable Devices

2000m Wire rope Against-wall support roller Safaty wire



» Non-electric Suspended Platform

Pedal Suspended Platform

'Technical Parameters For £1JP400

Rated Capacity [kg) izt
‘Wire Rope Diamater (mm) ¥

el i 4m Slandard Platform in Length Permissible Length Type
Fiatiteon {No Langer Than 6m) 1m,2m,3m

= Lift Speed {mimin) 2-3
ol Transmission Ratio (i) 1769
Losking Rope Angle 3-g°

Safstyloek | et L )
L Maximum Stopping Distance (mm] B0

ﬂﬁufﬁ‘ar Wéjght(lggl S00kg

Manual Suspended Platform

Technical Parameters F

Rated Load (kg) Gdion

Sitspended Slat o DIMGsIon o) 3%(2000%690%1100)

Typs HE5-16ZY

Haist ‘Rated Lift Force (kg) v

Weight (kg) 13.5%2
Modal LSE 30

Safetylock |  Locking Rope Distance (mm) TR

. Weight (kg) 5x32

11 3mm*2
. 3mm*2

Wire Rope.

Counter Weight 1000kg




» Suspended Platform Components

1) LTD Series Hoist

Adopting “S" cable-guiding system, LTD8, LTD10 series haist is powerful
in lifting foree and stable in operation, So it is mainly used for heavy
capacity ransit.

Adopting “a” cable-guiding system, LTD3, LTDS and LTDE.3 series hoist
are handy in design, light in weight, easy in maintenance. Thus, they suit
for moderate or light capacity transit. We could also offer "a" type for
LTDE and LTD10 based on cusiomer’s nesds.

Main Techni

LTDE

LTI

9.8

B-10

a0

3.0

a0

30

1420

Ll

We could also offer model LTDE, LTDBa, LTD{0a, LTD20, LTRE0,




» ZLP(T) Series Suspended Platform for
Elevator Installing

ZLPT) series suspended platform is a special suspension platform for alevator installing. Other than functions of lifting &
lowering and protection devices as general platforms, it is especially designed for namow warksite. There are one-deck and

double-deck platforms. Wheels are installed at each side against the walls fo against the walls to ensure platfiorm work
stably, safely and reliably. And i is easy to install and operate.

Main Technical Parameters of Snspended Platform for Elevator Installation

Piatform Dimensions(Width)"{ Depth)™Halght)imm)

1360« 1360 = 3700

Ttem Farameters
Mode! 211250 ZLT600
Rated Working Load 250kg 600kg
Descanding and Ascanding Spaed F~10 mimin S~£0 m/min

1500= 1420 = 3670

Ne

Stael Wirs Moded Specially Made Wire ¢8.6 Specially Made Wire g8 &
Rated Lift Capacity 8KN o BKN
‘Overall Weight 250kg  600kg
Distance Betwesn Main Tracks{mm)] L1=1700mm L121700mm
Width of the Lifting Machine Room(mm) L2=2200-2400mm L2=2200-2400mm
Bistance Batwean the Lifling Top Peints and the Floor{mm)) L3=1210mm L3=1210mm

could also design according o customer’ s needs and real siuation




Shenxi all over the world

Shenxi in India Shenxi in Hong Kong
Filwinrs -

g

Shenxi in Macao Shenxi in Chile Shenxi in Brazil Sh&?nxi in Bahrain



